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The Power of One source 
provides more options and the
widest range of standard, 
specialized, and custom-
engineered cables for every
application and budget. From
basics to the best, General
Cable offers custom solutions
to meet your specific require-
ments and thereby ensure the
perfect fit for any job.

Today’s flexible control cable is
subject to a myriad of extreme
environment and performance
standards. For more than two
decades we have developed a
wide range of Brand Rex Brand
cables designed to handle the
bending, twisting, and continu-
ous flexing required by robots,
material handling equipment,
machine tools, transfer shut-
tles, conveyor systems, etc.
With a broad, solid, unparal-
leled base in R&D and design
engineering, Brand Rex flexible
control cables have earned the
leadership role in flexing cables.

General Cable’s Brand Rex
products are designed to out-
perform your expectations for
any application. Our flexible
control cables are engineered
to surpass the standards and
deliver that process critical
control signal without failure.
Innovative solutions range from
cost effective moderate, flexing
NVN™ cables to rugged
extreme Super Flexing cables. 

While others show you their lab
tests, we’ll show you our
proven track record and reli-
able performance of engi-
neered flex cables in realworld
operating conditions routinely
exceeding ten million duty
cycles on the job. If you have a
unique control application,
General Cable is your best
source for high quality, innova-
tive solutions.

1 8 - 1 0 XLPE/Nylon H y p a l o n® ( C S P E ) 6 0 0 TC/CSA AW M –
1 8 - 1 2 PVC/Nylon H y p a l o n® ( C S P E ) 6 0 0 TC/CSA AW M –
1 8 - 1 2 PVC/Nylon N e o p re n e 6 0 0 T C Ta b l e - E 2

1 6 PVC/Nylon N i t r i l e / P V C 6 0 0 TC/CSA AW M –
1 8 - 1 0 PVC/Nylon P V C 6 0 0 MTW/CSA AW M –

1 6 - 2 P V C P V C 6 0 0 – Ta b l e - E 2

Super Flexing
PNH™
NVN™
D u r a f l e x ™
M T W
F e s t o o n

FLEXIBLE CONTROL CABLES

PRODUCT LINE AWG
RANGE INSULATION JACKET VOLTAGE UL

LISTING
COLOR CODE

METHOD 1



Flexible Control Cables Instrumentation, Power & Control

26

Phone:(800) 338-0901
www.generalcable.com

CATALOG
NUMBER

NO.
OF

C O N D.

MINIMUM AV G .
INSULATION
THICKNESS

INCHES mm

MINIMUM AV G .
JACKET

THICKNESS
INCHES   mm

MINIMUM
BEND

RADIUS
I N C H E S mm

COND.
STRAND

COPPER
WEIGHT

lbs/ kg/
1 0 0 0 f t km

NET
WEIGHT

lbs/ kg/
1 0 0 0 f t km

Super Flexing Control, Continuous Flexing, Thermoset, XLPE/Nylon/HYP 
600V, UL Type TC/CSA AWM

14 AWG CONDUCTORS
6 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 6 0 1 1 . 6 8 8 0 1 1 9 1 5 9 2 3 7 3 . 5 8 8 . 9

8 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 6 0 1 4 . 2 2 1 0 7 1 5 9 2 1 9 3 2 6 4 . 5 1 1 4 . 3

1 2 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 2 0 1 5 . 7 2 1 6 0 2 3 8 2 9 5 4 3 9 5 . 0 1 2 7 . 0

1 6 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 8 0 1 7 . 2 7 2 1 3 3 1 7 3 7 5 5 5 8 5 . 5 1 3 9 . 7

2 2 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 8 5 1 9 . 9 4 2 9 3 7 3 7 4 9 5 7 3 7 6 . 0 1 5 2 . 4

339050
339060
339070
339080
339090

12 AWG CONDUCTORS
6 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 5 5 1 4 . 1 0 1 2 9 1 9 2 2 3 8 3 5 4 4 . 5 1 1 4 . 3

8 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 3 5 1 6 . 1 3 1 7 2 2 5 6 3 0 0 4 4 6 5 . 0 1 2 7 . 0

1 2 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 0 5 1 7 . 9 1 2 5 8 3 8 4 4 3 3 6 4 4 5 . 5 1 3 9 . 7

1 6 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 8 0 1 9 . 8 1 3 4 4 5 1 2 5 3 5 7 9 6 6 . 0 1 5 2 . 4

2 2 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 9 4 5 2 4 . 0 0 4 7 3 7 0 4 7 8 9 1 1 7 4 7 . 5 1 9 0 . 5

264980
339100
226130
339110
339120

10 AWG CONDUCTORS
6 1 0 1 0 5 / 3 0 0 . 0 2 6 0 . 6 6 0 . 0 6 0 1 . 5 2 0 . 6 5 5 1 6 . 6 4 2 0 5 3 0 5 3 5 0 5 2 1 5 . 0 1 2 7 . 0

8 1 0 1 0 5 / 3 0 0 . 0 2 6 0 . 6 6 0 . 0 6 0 1 . 5 2 0 . 7 5 5 1 9 . 1 8 2 7 4 4 0 8 4 5 0 6 7 0 6 . 0 1 5 2 . 4

1 2 1 0 1 0 5 / 3 0 0 . 0 2 6 0 . 6 6 0 . 0 8 0 2 . 0 3 0 . 8 8 5 2 2 . 4 8 4 1 1 6 1 2 6 7 5 1 0 0 5 7 . 0 1 7 7 . 8

1 6 1 0 1 0 5 / 3 0 0 . 0 2 6 0 . 6 6 0 . 0 8 0 2 . 0 3 1 . 1 4 5 2 9 . 0 8 5 4 8 8 1 6 9 0 5 1 3 4 7 9 . 0 2 2 8 . 6

339130
339140
339150
339160

Product Construction

Conductor:
• 18 AWG thru 10 AWG fully annealed stranded

bare copper per ASTM B3
• Class M-18 AWG thru 16 AWG
• Class K-14 AWG thru 10 AWG
• Stranding per ASTM B8

Insulation:
• Thermoset Cross-Linked Polyethylene (XLPE)

with clear polyamide (nylon)
• Color code: all conductors red, except #2 is

white & #3 is green. All with alpha-numeric
designations

Jacket:
• Thermosetting Hypalon® Chlorosulfonated

Polyethylene (CSPE)

Print:  
• GENERAL CABLE® BRAND REXBRAND

(WC) SUPER FLEXING (UL) TYPE TC 600V
90˚C DRY 75˚C WET XXAWG  XX COND/CSA
AWM IIA 90˚C 600V FT4

Applications:  
• Any continuous flexing application requiring a

small diameter flexible cable
• Robots
• Machine tools
• Car body & vehicle assembly
• Material handling equipment
• Power tracks

Features:
• Rated at 90˚C, 75˚C wet
• Extremely flexible with long flex life
• Small diameter
• Thermoset rubber insulation & jacket
• Oil-resistant
• Suitable for indoor and outdoor applications
• Meets cold bend test at -40˚C

Compliances:
• UL Type TC / CSA AWM
• IEEE 1202 (70,000 BTU/hr) CSA FT4 
• IEEE 383 (70,000 BTU/hr)
• Meets EPA 40 CFR, part 261 for leachable

lead 
content per TCLP method

• OSHA acceptable

P a c k a g i n g :
• Material cut to length and shipped out on 

non-returnable wood reels

6 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 3 9 0 9 . 9 1 3 2 4 8 9 3 1 3 8 3 . 0 7 6 . 2

8 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 4 5 1 1 . 3 0 4 2 6 3 1 1 6 1 7 3 3 . 5 8 8 . 9

1 2 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 9 0 1 2 . 4 5 6 3 9 4 1 5 5 2 3 1 4 . 0 1 0 1 . 6

1 6 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 7 0 1 4 . 4 8 8 4 1 2 5 2 1 1 3 1 4 4 . 5 1 1 4 . 3

2 2 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 5 0 1 6 . 5 1 1 1 6 1 7 3 2 7 2 4 0 5 5 . 0 1 2 7 . 0

3 1 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 5 0 1 9 . 0 5 1 6 3 2 4 3 3 6 6 5 4 5 6 . 0 1 5 2 . 4

4 1 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 8 8 0 2 2 . 3 5 2 1 6 3 2 1 4 9 8 7 4 1 7 . 0 1 7 7 . 8

6 0 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 1 . 0 0 0 2 5 . 4 0 3 1 6 4 7 0 6 7 6 1006 8 . 0 2 0 3 . 2

338950
338960
338970
338980
338990
339000
339010
339020

18 AWG CONDUCTORS

6 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 3 0 1 0 . 9 2 5 0 7 4 1 2 2 1 8 2 3 . 5 8 8 . 9

8 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 9 0 1 2 . 4 5 6 6 9 8 1 5 2 2 2 6 4 . 0 1 0 1 . 6

1 2 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 7 5 1 4 . 6 1 9 9 1 4 7 2 1 6 3 2 1 4 . 5 1 1 4 . 3

1 6 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 3 0 1 6 . 0 0 1 3 2 1 9 6 2 7 7 4 1 2 5 . 0 1 2 7 . 0

2 2 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 2 5 1 8 . 4 2 1 8 2 2 7 1 3 6 8 5 4 8 5 . 5 1 3 9 . 7

3 1 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 8 3 5 2 1 . 2 1 2 5 6 3 8 1 4 9 1 7 3 1 6 . 5 1 6 5 . 1

4 1 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 9 8 5 2 5 . 0 2 3 3 9 5 0 4 6 8 3 1 0 1 6 8 . 0 2 0 3 . 2

6 0 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 1 . 1 1 5 2 8 . 3 2 4 9 6 7 3 8 9 1 2 1 3 5 7 9 . 0 2 2 8 . 6

339030
339040
270230
219390
218990
524310
218970
710580

16 AWG CONDUCTORS

NOMINAL 
CABLE O.D.

INCHES mm

C O N D .
( AW G )
S I Z E

Dimensions and weights are nominal; subject to industry tolerance.
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6 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 3 9 0 9 . 9 1 3 2 4 8 9 3 1 3 8 3 . 0 7 6 . 2

8 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 4 5 1 1 . 3 0 4 2 6 3 1 1 6 1 7 3 3 . 5 8 8 . 9

1 2 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 9 0 1 2 . 4 5 6 3 9 4 1 5 5 2 3 1 4 . 0 1 0 1 . 6

1 6 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 7 0 1 4 . 4 8 8 4 1 2 5 2 1 1 3 1 4 4 . 5 1 1 4 . 3

2 2 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 5 0 1 6 . 5 1 1 1 2 1 6 7 2 7 2 4 0 5 5 . 0 1 2 7 . 0

P N H™ C o n t rol, Continuous Flexing, Thermoset, PVC/Nylon/HYP
600V, UL Type TC/CSA AWM

CATALOG
NUMBER

NO.
OF

C O N D.

338470
338480
338490
338500
338510

MINIMUM AV G .
INSULATION
THICKNESS

INCHES   mm

MINIMUM AV G .
JACKET

THICKNESS
INCHES   mm

MINIMUM
BEND

RADIUS
I N C H E S mm

COND.
STRAND

COPPER
WEIGHT

lbs/ kg/
1 0 0 0 f t km

NET
WEIGHT

lbs/ kg/
1 0 0 0 f t km

18 AWG CONDUCTORS

6 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 3 0 1 0 . 9 2 5 0 7 4 1 2 2 1 8 2 3 . 5 8 8 . 9

8 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 9 0 1 2 . 4 5 6 6 9 8 1 5 2 2 2 6 3 . 9 9 9 . 1

1 2 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 7 5 1 4 . 6 1 9 9 1 4 7 2 1 6 3 2 1 4 . 5 1 1 4 . 3

1 6 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 3 0 1 6 . 0 0 1 3 2 1 9 6 2 7 7 4 1 2 5 . 0 1 2 7 . 0

2 2 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 2 5 1 8 . 4 2 1 8 2 2 7 1 3 6 8 5 4 8 5 . 5 1 3 9 . 7

338520
338530
338540
338550
338560

16 AWG CONDUCTORS

14 AWG CONDUCTORS
6 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 6 0 1 1 . 6 8 8 0 1 1 9 1 5 9 1 8 6 3 . 7 9 4 . 0

8 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 6 0 1 4 . 2 2 1 0 7 1 5 9 2 1 9 3 2 6 4 . 5 1 1 4 . 3

1 2 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 7 0 1 7 . 0 2 1 6 0 2 3 8 2 9 5 4 3 9 5 . 0 1 2 7 . 0

1 6 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 8 0 1 7 . 2 7 2 1 3 3 1 7 3 7 5 5 5 8 5 . 5 1 3 9 . 7

2 2 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 8 5 1 9 . 9 4 2 9 3 4 3 6 4 9 5 4 3 6 6 . 0 1 5 2 . 4

338570
338580
338590
338600
338610

12 AWG CONDUCTORS
6 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 5 5 1 4 . 1 0 1 2 9 1 9 2 2 3 8 3 5 4 4 . 5 1 1 4 . 3

8 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 3 5 1 6 . 1 3 1 7 2 2 5 6 3 0 0 4 4 6 5 . 0 1 2 7 . 0

1 2 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 0 5 1 7 . 9 1 2 5 8 3 8 4 4 3 3 6 4 4 5 . 5 1 3 9 . 7

1 6 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 8 0 1 9 . 8 1 3 4 4 5 1 2 5 3 5 7 9 6 6 . 0 1 5 2 . 4

2 2 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 9 4 5 2 4 . 0 0 4 7 3 7 0 4 7 8 9 1 1 7 4 7 . 5 1 9 0 . 5

338620
338630
338640
338650
338660

Product Construction

Conductor:
• 18 thru 12 AWG fully annealed stranded bare

copper per ASTM B3
• Class M-18 AWG thru 16 AWG
• Class K-14 AWG thru 12 AWG
• Stranding per ASTM B8

Insulation:
• Flame-retardant Polyvinyl Chloride (PVC) with

Clear Polyamide (nylon)
• Color code: all conductors are red, except #2

is white and #3 is green. All with alpha-
numeric designations

Jacket:
• Thermosetting Hypalon® Chlorosulfonated

Polyethylene (CSPE)

Print:  
• GENERAL CABLE® BRAND REXBRAND

(WC) PNH FLEX 90˚C 600V TYPE TC XX/C
XXAWG(TFFN) OR (THHW/THWN) (UL)/CSA
AWM IIA 90˚C 600V FT1

Applications:  
• Any continuous flexing application requiring a

small diameter flexible cable
• Robots
• Machine tools
• Car body & vehicle assembly
• Material handling equipment
• Power tracks

Features:
• Rated at 90˚C
• Extremely flexible with long flex life
• Small diameter
• Thermoset rubber jacket
• Oil-resistant
• Suitable for indoor or outdoor applications
• Meets cold bend test at -40˚C

Compliances:
• UL Type TC/CSA AWM
• IEEE 1202 (70,000 BTU/hr) CSA FT1
• IEEE 383 (70,000 BTU/hr)
• Meets EPA 40 CFR, part 261 for leachable

lead content per TCLP method
• OSHA acceptable

P a c k a g i n g :
• Material cut to length and shipped out on 

non-returnable wood reels

NOMINAL 
CABLE O.D.

INCHES mm

C O N D .
( AW G )
S I Z E

Dimensions and weights are nominal; subject to industry tolerance.
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CATALOG
NUMBER

NO.
OF

C O N D.

C O N D .
( AW G )
S I Z E

MINIMUM AV G .
INSULATION
THICKNESS

INCHES   mm

MINIMUM AV G .
JACKET

THICKNESS
INCHES   mm

MINIMUM
BEND

RADIUS
I N C H E S mm

COND.
STRAND

COPPER
WEIGHT

lbs/ kg/
1 0 0 0 f t km

NET
WEIGHT

lbs/ kg/
1 0 0 0 f t km

NVN™ Control, Flexible, Thermoset, PVC/Nylon/Neoprene
600V, UL Type TC

Product Construction

Conductor:
• 18 AWG thru 12 AWG fully annealed stranded

bare copper per ASTM B3
• Class C stranding per ASTM B8

Insulation:
• Flame-retardant Polyvinyl Chloride (PVC) with

clear polyamide (nylon)
• Color code: per ICEA method 1: Table E-2

(Does not include white or green)

Jacket:
• Thermosetting Neoprene

Print:  
• GENERAL CABLE® BRAND REXBRAND

(WC) NVN 90˚C FLEXIBLE CONTROL CABLE
600V TYPE TC SUN RES XX/C XXAWG
(TFFN) OR (THHN/THWN) (UL)

Applications:  
• Tight installations
• Trays, conduits and raceways
• Cranes and hoists
• Pendant stations
• Load lifts and platforms
• Recommended for moderate flex applications

Features:
• Rated at 90˚C
• Moderate flex cable
• Small diameter
• Thermosetting rubber jacket
• Flame-retardant
• Suitable for indoor and outdoor applications
• Meets cold bend test at -40˚C

Compliances:
• UL Type TC - 600V
• IEEE 1202 (70,000 BTU/hr) 
• IEEE 383 (70,000 BTU/hr)
• Meets EPA 40 CFR, part 261 for leachable

lead content per TCLP method
• OSHA acceptable

P a c k a g i n g :
• Material cut to length and shipped out on 

non-returnable wood reels

4 1 8 1 9 / . 0 0 9 2 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 3 1 0 7 . 8 7 2 1 3 1 6 5 9 7 2 . 5 6 3 . 5

8 1 8 1 9 / . 0 0 9 2 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 2 0 1 0 . 6 7 4 2 6 3 1 1 6 1 7 3 3 . 3 8 3 . 8

1 0 1 8 1 9 / . 0 0 9 2 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 5 0 1 1 . 4 3 5 3 7 9 1 3 5 2 0 1 3 . 6 9 1 . 5

1 2 1 8 1 9 / . 0 0 9 2 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 6 5 1 1 . 8 1 6 3 9 4 1 3 7 2 0 4 3 . 7 9 4 . 0

1 6 1 8 1 9 / . 0 0 9 2 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 5 1 5 1 3 . 0 8 8 5 1 2 6 1 7 5 2 6 0 4 . 1 1 0 4 . 1

1 9 1 8 1 9 / . 0 0 9 2 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 7 0 1 4 . 4 8 1 0 0 1 4 9 1 9 2 2 8 6 4 . 6 1 1 6 . 8

2 4 1 8 1 9 / . 0 0 9 2 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 6 0 1 6 . 7 6 1 2 7 1 8 9 2 9 7 4 4 2 5 . 3 1 3 4 . 6

3 0 1 8 1 9 / . 0 0 9 2 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 9 5 1 7 . 6 5 1 5 8 2 3 5 3 4 5 5 1 3 5 . 6 1 4 2 . 2

554420
624740
624750
624760
624010
624780
624790
686890

18 AWG CONDUCTORS

4 1 6 1 9 / . 0 1 1 7 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 3 4 5 8 . 7 6 3 3 4 9 8 5 1 2 6 2 . 8 7 1 . 1

8 1 6 1 9 / . 0 1 1 7 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 6 5 1 1 . 8 1 6 6 9 8 1 5 3 2 2 8 3 . 7 9 4 . 0

1 0 1 6 1 9 / . 0 1 1 7 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 5 0 0 1 2 . 7 0 8 3 1 2 4 1 7 9 2 6 6 4 . 0 1 0 1 . 6

1 2 1 6 1 9 / . 0 1 1 7 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 5 2 0 1 3 . 2 1 1 0 0 1 4 9 1 8 6 2 7 7 4 . 2 1 0 6 . 7

1 6 1 6 1 9 / . 0 1 1 7 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 6 0 5 1 5 . 3 7 1 3 3 1 9 8 2 5 7 3 8 2 4 . 8 1 2 1 . 9

1 9 1 6 1 9 / . 0 1 1 7 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 3 5 1 6 . 1 3 1 5 8 2 3 5 3 2 0 4 7 6 5 . 1 1 2 9 . 5

2 4 1 6 1 9 / . 0 1 1 7 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 3 5 1 8 . 6 7 1 9 9 2 9 6 4 0 3 6 0 0 5 . 9 1 4 9 . 9

3 0 1 6 1 9 / . 0 1 1 7 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 7 5 1 9 . 6 9 2 4 9 3 7 1 4 7 6 7 0 8 6 . 2 1 5 7 . 5

625160
625200
625220
625230
625250
625270
625280
625290

16 AWG CONDUCTORS

14 AWG CONDUCTORS
4 1 4 1 9 / . 0 1 4 7 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 3 7 5 9 . 5 3 5 3 7 9 1 1 7 1 7 4 3 . 0 7 6 . 2

8 1 4 1 9 / . 0 1 4 7 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 8 5 1 2 . 3 2 1 0 5 1 5 6 1 8 1 2 6 9 3 . 9 9 9 . 1

1 0 1 4 1 9 / . 0 1 4 7 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 9 5 1 5 . 1 1 1 3 2 1 9 6 2 7 0 4 0 2 4 . 8 1 2 1 . 9

1 2 1 4 1 9 / . 0 1 4 7 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 1 5 1 5 . 6 2 1 5 8 2 3 5 2 7 8 4 1 4 4 . 9 1 2 4 . 5

1 6 1 4 1 9 / . 0 1 4 7 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 7 5 1 7 . 1 5 2 1 0 3 1 3 3 5 3 5 2 5 5 . 4 1 3 7 . 2

1 9 1 4 1 9 / . 0 1 4 7 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 1 0 1 8 . 0 3 2 5 0 3 7 2 4 4 9 6 6 8 5 . 7 1 4 4 . 8

2 4 1 4 1 9 / . 0 1 4 7 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 8 2 5 2 0 . 9 6 3 1 6 4 7 0 5 6 5 8 4 1 6 . 6 1 6 7 . 6

3 0 1 4 1 9 / . 0 1 4 7 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 9 2 0 2 3 . 3 7 3 9 4 5 8 6 7 2 7 1082 7 . 4 1 8 8 . 0

624950
624980
624990
625000
625020
625030
625040
625050

12 AWG CONDUCTORS
4 1 2 1 9 / . 0 1 8 5 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 2 0 1 0 . 6 7 8 4 1 2 5 1 5 7 2 3 4 3 . 4 8 6 . 4

8 1 2 1 9 / . 0 1 8 5 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 7 5 1 4 . 6 1 1 6 7 2 4 9 2 7 2 4 0 5 4 . 6 1 1 6 . 9

1 0 1 2 1 9 / . 0 1 8 5 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 7 0 1 7 . 0 2 2 0 9 3 1 1 3 6 9 5 4 9 5 . 4 1 3 7 . 2

1 2 1 2 1 9 / . 0 1 8 5 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 9 0 1 7 . 5 3 2 5 0 3 7 2 3 8 9 5 7 9 5 . 5 1 3 9 . 7

1 6 1 2 1 9 / . 0 1 8 5 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 6 5 1 9 . 4 3 3 3 4 4 9 7 5 0 3 7 4 9 6 . 1 1 5 5 . 0

1 9 1 2 1 9 / . 0 1 8 5 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 8 0 5 2 0 . 4 5 3 9 7 5 9 1 6 3 8 9 4 9 6 . 5 1 6 5 . 1

2 4 1 2 1 9 / . 0 1 8 5 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 9 8 0 2 4 . 8 9 5 0 1 7 4 6 8 4 1 1252 7 . 8 1 9 8 . 1

3 0 1 2 1 9 / . 0 1 8 5 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 1 . 0 4 0 2 6 . 4 2 6 2 6 9 3 2 1 0 1 7 1513 8 . 3 2 1 0 . 8

624820
624850
624860
624870
624890
624900
624910
624920

NOMINAL 
CABLE O.D.

INCHES mm

Dimensions and weights are nominal; subject to industry tolerance.
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CATALOG
NUMBER

NO.
OF

C O N D.

MINIMUM AV G .
INSULATION
THICKNESS

INCHES   mm

MINIMUM AV G .
JACKET

THICKNESS
INCHES  mm

MINIMUM
BEND

RADIUS
I N C H E S mm

COND.
STRAND

COPPER
WEIGHT
lbs/     kg/

1 0 0 0 f t km

NET
WEIGHT
lbs/     kg/

1 0 0 0 f t km

NOMINAL 
CABLE O.D.

INCHES mm

Duraflex™ Control, Continuous Flexing, Thermoset,
PVC/Nylon/Nitrile/PVC 600V, UL Type TC/CSA AWM

Product Construction

Conductor:
• 16 AWG fully annealed stranded bare

copper per ASTM B3
• Class M stranding per ASTM B8

Insulation:
• Flame-retardant Polyvinyl Chloride (PVC) with

clear polyamide (nylon)
• Color code: all conductors red, except #2 is

white, the last conductor in each construction
is green/yellow. All with alpha-numeric
designations

Jacket:
• Thermosetting Nitrile/Polyvinyl Chloride (PVC)

Print:  
• GENERAL CABLE® BRAND REXBRAND

(WC) T-15071 (XX/16) DURAFLEX 16 AWG XX
COND (UL) TYPE TC 600V 90˚C (TFFN 16
AWG XX COND & 16 AWG 2 COND. 90˚C
DRY 75˚C WET)/CSA AWM IIA 90˚C 600V FT1

Applications:  
• Any continuous flexing application requiring a

small diameter flexible cable 
• Robots
• Machine tools
• Car body & vehicle assembly
• Plant automation equipment
• Flexible cable tracks

Features:
• Rated at 90˚C dry, 75˚C wet
• Flame-retardant
• Small diameter 
• Oil-resistant
• Thermoset rubber jacket
• Meets cold bend test at -25˚C

Compliances:
• UL Type TC/CSA AWM 
• IEEE 1202 (70,000 BTU/hr)
• IEEE 383 (70,000 BTU/hr)
• Meets EPA 40 CFR, part 261 for leachable

lead content per TCLP method
• OSHAacceptable

P a c k a g i n g :
• Material cut to length and shipped out on 

non-returnable wood reels

16 AWG CONDUCTORS
1 1 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 8 0 1 4 . 7 3 9 1 1 3 5 1 9 0 2 8 3 4 . 5 0 1 1 4 . 3

1 2 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 8 0 1 4 . 7 3 9 9 1 4 7 1 9 5 2 9 0 4 . 5 0 1 1 4 . 3

1 6 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 3 5 1 6 . 1 3 1 3 2 1 9 6 2 5 1 3 7 4 5 . 0 0 1 2 7 . 0

1 7 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 7 0 1 7 . 0 2 1 4 0 2 0 8 2 7 5 4 0 9 5 . 2 5 1 3 3 . 4

1 9 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 0 5 1 7 . 9 1 1 5 7 2 3 3 3 0 4 4 5 2 5 . 5 0 1 3 9 . 7

2 1 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 7 0 1 9 . 5 6 1 7 4 2 5 8 3 3 9 5 0 4 6 . 0 0 1 5 2 . 4

2 2 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 7 0 1 9 . 5 6 1 8 2 2 7 0 3 4 6 5 1 5 6 . 0 0 1 5 2 . 4

2 5 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 8 1 5 2 2 . 7 0 2 0 7 3 0 8 4 0 1 5 9 7 6 . 5 0 1 6 5 . 1

3 1 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 8 9 0 2 2 . 6 1 2 5 6 3 8 0 4 8 3 7 1 9 7 . 0 0 1 7 7 . 8

3 3 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 8 9 0 2 2 . 6 1 2 7 3 4 0 6 5 0 6 7 5 3 7 . 0 0 1 7 7 . 8

4 1 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 9 7 5 2 4 . 7 7 3 3 9 5 0 4 6 2 2 9 2 2 7 . 7 5 1 9 6 . 8

4 2 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 9 7 5 2 4 . 7 7 3 4 7 5 1 6 6 2 9 9 3 2 7 . 7 5 1 9 6 . 8

4 7 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 1 . 0 2 5 2 6 . 0 4 3 8 8 5 7 7 6 8 4 1 0 1 8 8 . 2 5 2 0 9 . 6

4 9 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 1 . 0 5 5 2 6 . 8 0 4 0 5 6 0 2 7 2 4 1 0 7 7 8 . 5 0 2 1 5 . 9

6 0 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 1 . 1 2 5 2 8 . 5 8 4 9 6 7 3 8 8 5 1 1 2 6 6 9 . 0 0 2 2 8 . 6

6 5 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 1 . 1 8 0 2 9 . 9 7 5 3 7 7 9 9 9 2 7 1 3 8 0 9 . 5 0 2 4 1 . 3

338460
293950
338440
307650
293960
311880
306420
288010
338450
293970
288020
307660
292150
307370
293980
292160

C O N D .
( AW G )
S I Z E

Dimensions and weights are nominal; subject to industry tolerance.
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CATALOG
NUMBER

NO.
OF

C O N D.

MINIMUM AV G .
INSULATION
THICKNESS

INCHES    mm

MINIMUM AV G .
JACKET

THICKNESS
INCHES   mm

MINIMUM
BEND

RADIUS
I N C H E S mm

COND.
STRAND

COPPER
WEIGHT

lbs/ kg/
1 0 0 0 f t km

NET
WEIGHT

lbs/ kg/
1 0 0 0 f t km

NOMINAL 
CABLE O.D.

INCHES mm

MTW Control, Flexible, Thermoplastic, PVC/Nylon/PVC
600V, UL Type MTW/CSA AWM

Product Construction

Conductor:
• 18 AWG thru 10 AWG fully annealed stranded

bare copper per ASTM B3
• Class M-18 AWG thru 16 AWG
• Class K-14 AWG thru 10 AWG
• Stranding per ASTM B8

Insulation:
• Flame-retardant Polyvinyl Chloride (PVC) with

clear polyamide (nylon)
• Color code: all conductors red, except #2 is

white & #3 is green. All with alpha-numeric
designations

Jacket:
• Heat-, moisture- and oil-resistant Polyvinyl 

Chloride (PVC)

Print:  
• GENERAL CABLE® BRAND REX BRAND

(WC) TYPE MTW FLEXING 600V (UL) NO. OF
COND./AWG SIZE/CSA AWM IIA 90˚C 600V
FT1

Applications:  
• Pendant cable
• Machine tool
• Internal machine connections
• Material handling equipment
• Moderate flex

Features:
• Rated at 90˚C
• Moisture- and oil-resistant
• Heavy duty PVC jacket
• Meets cold bend test at -25˚C

Compliances:
• UL Type MTW/CSA AWM
• Meets EPA 40 CFR, part 261 for leachable

lead content per TCLP method
• OSHAacceptable

Packaging:
• Material cut to length and shipped out on 

non-returnable wood reels

6 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 0 0 1 0 . 1 6 3 2 4 8 8 8 1 3 1 3 . 0 7 6 . 2

8 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 5 5 1 1 . 5 6 4 2 6 3 1 0 8 1 6 1 3 . 5 8 8 . 9

1 2 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 5 0 0 1 2 . 7 0 6 3 9 4 1 4 4 2 1 4 4 . 0 1 0 1 . 6

1 6 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 8 0 1 4 . 7 3 8 4 1 2 5 1 9 6 2 9 2 4 . 5 1 1 4 . 3

2 2 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 6 0 1 6 . 7 6 1 1 6 1 7 3 2 5 2 3 7 5 5 . 0 1 2 7 . 0

3 1 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 6 0 1 9 . 3 0 1 6 3 2 4 3 3 2 5 4 8 4 6 . 0 1 5 2 . 4

4 1 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 8 9 0 2 2 . 6 1 2 1 6 3 2 1 4 6 0 6 8 5 7 . 0 1 7 7 . 8

6 0 1 8 4 1 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 1 . 0 1 0 2 5 . 6 5 3 1 6 4 7 0 6 1 7 9 1 8 8 . 0 2 0 3 . 2

339170
339180
339190
339200
339210
339220
339230
339240

18 AWG CONDUCTORS

6 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 4 0 1 1 . 1 8 5 0 7 4 1 1 3 1 6 8 3 . 5 8 8 . 9

8 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 5 0 0 1 2 . 7 0 6 6 9 8 1 4 1 2 1 0 4 . 0 1 0 1 . 6

1 2 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 8 5 1 4 . 8 6 9 9 1 4 7 2 1 4 3 1 8 4 . 5 1 1 4 . 3

1 6 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 4 0 1 6 . 2 6 1 3 2 1 9 6 2 6 3 3 9 1 5 . 0 1 2 7 . 0

2 2 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 3 5 1 8 . 6 7 1 8 2 2 7 1 3 7 7 5 6 1 5 . 5 1 3 9 . 7

3 1 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 8 4 5 2 1 . 4 6 2 5 6 3 8 1 5 1 8 7 7 1 6 . 5 1 6 5 . 1

4 1 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 9 9 5 2 5 . 2 7 3 3 9 5 0 4 6 5 2 9 7 0 8 . 0 2 0 3 . 2

6 0 1 6 6 5 / 3 4 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 1 . 1 2 5 2 8 . 5 8 4 9 6 7 3 8 9 0 9 1353 9 . 0 2 2 8 . 2

339250
339260
339270
339280
339290
339300
339310
339320

16 AWG CONDUCTORS

14 AWG CONDUCTORS
6 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 4 5 1 . 1 4 0 . 4 7 0 1 1 . 9 4 8 0 1 1 9 1 4 9 2 2 2 3 . 5 8 8 . 9

8 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 7 0 1 4 . 4 8 1 0 7 1 5 9 2 0 4 3 0 4 4 . 5 1 1 4 . 3

1 2 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 3 0 1 6 . 0 0 1 6 0 2 3 8 2 7 9 4 1 5 5 . 0 1 2 7 . 0

1 6 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 9 0 1 7 . 5 3 2 1 3 3 1 7 3 5 4 5 2 7 5 . 5 1 3 9 . 7

2 2 1 4 4 1 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 9 5 2 0 . 1 9 2 9 3 4 3 6 4 6 7 6 9 5 6 . 0 1 5 2 . 4

339330
339340
339350
339360
339370

12 AWG CONDUCTORS
6 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 5 6 5 1 4 . 3 5 1 2 9 1 9 2 2 2 6 3 3 6 4 . 5 1 1 4 . 3

8 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 6 4 5 1 6 . 3 8 1 7 2 2 5 6 2 8 9 4 3 0 5 . 0 1 2 7 . 0

1 2 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 1 5 1 8 . 1 6 2 5 8 3 8 4 3 9 8 5 9 2 5 . 5 1 3 9 . 7

1 6 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 6 0 1 . 5 2 0 . 7 9 0 2 0 . 0 7 3 4 4 5 1 2 5 0 6 7 5 3 6 . 0 1 5 2 . 4

2 2 1 2 6 5 / 3 0 0 . 0 2 0 0 . 5 1 0 . 0 8 0 2 . 0 3 0 . 9 5 5 2 4 . 2 6 4 7 3 7 0 4 7 2 0 1 0 7 2 7 . 5 1 9 0 . 0

339380
339390
339400
339410
339420

10 AWG CONDUCTORS
6 1 0 1 0 5 / 3 0 0 . 0 2 6 0 . 6 6 0 . 0 6 0 1 . 5 2 0 . 6 6 5 1 6 . 8 9 2 0 5 3 0 5 3 2 9 4 9 0 5 . 0 1 2 7 . 0

8 1 0 1 0 5 / 3 0 0 . 0 2 6 0 . 6 6 0 . 0 6 0 1 . 5 2 0 . 7 6 5 1 9 . 4 3 2 7 4 4 0 8 4 2 4 6 3 1 6 . 0 1 5 2 . 4

1 2 1 0 1 0 5 / 3 0 0 . 0 2 6 0 . 6 6 0 . 0 8 0 2 . 0 3 0 . 8 9 5 2 2 . 7 3 4 1 1 6 1 2 6 0 4 8 9 9 7 . 0 1 7 7 . 8

1 6 1 0 1 0 5 / 3 0 0 . 0 2 6 0 . 6 6 0 . 0 8 0 2 . 0 3 1 . 1 5 5 2 9 . 3 4 5 4 8 8 1 6 8 5 2 1 2 6 8 9 . 0 2 2 8 . 6

339430
339440
339450
339460

C O N D .
( AW G )
S I Z E

Dimensions and weights are nominal; subject to industry tolerance.
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4 1 6 6 5 / 3 4 0 . 0 3 0 0 . 7 6 0 . 0 3 5 0 . 8 9 3 1 . 9 2 4 7 . 0 5 9 1 1 3 5

8 1 6 6 5 / 3 4 0 . 0 3 0 0 . 7 6 0 . 0 3 5 0 . 8 9 6 3 . 8 4 9 5 . 0 0 1 7 3 2 5 7

1 2 1 6 6 5 / 3 4 0 . 0 3 0 0 . 7 6 0 . 0 3 5 0 . 8 9 9 5 . 7 6 1 4 2 . 5 0 2 5 3 3 7 7

Festoon Control, Extreme Flexing, Thermoplastic, PVC/PVC
600V, UL Type Festoon

419630
404010
404020

Product Construction

Conductor:
• 16 AWG thru 2 AWG fully annealed stranded

bare copper per ASTM B3
• Class M - 16 AWG
• Class K - 14 AWG thru 2 AWG
• Stranding per ASTM B8

Insulation:
• Flame-retardant Polyvinyl Chloride (PVC)
• Color code: per ICEA Method 1; Table E-2

(does not include white or green).  All with
alpha-numeric designations

Jacket:
• Flame-retardant Polyvinyl Chloride (PVC) - 

yellow

Print
• E-24573 PVC T-XXXXX 105˚C 600V VW-1

(UL)-FESTOON CABLE OUTDOOR XX/C
XX/AWG-CSA LL9755 105˚C 600V FT1

Options:
• Black jacket

Applications:
• Cranes and hoists
• Festooning systems
• Track systems
• Robots
• Conveyors
• Telescoping jetways

Features:
• Rated at 105˚C
• Designed for continuous extreme flexing

applications
• Anti-coiling in festoon applications
• Small bending radii
• Flat construction allows for stacking
• Oil- and chemical-resistant
• Indoor or outdoor use
• Meets cold bend test at -55˚C

Compliances:
• UL listed/CSA certified flat festoon cable
• UL VW-1/CSA FT1 flame rating
• Meets EPA 40 CFR, part 261 for leachable

lead content per TCLP method
• OSHA Acceptable

Packaging:
• Material cut to length and shipped out on 

non-returnable wood reels

16 AWG CONDUCTORS
0.200 x 0.580 5.1 x 14.73

0.200 x 1.110 5.1 x 28.20

0.200 x 1.605 5.1 x 40.77

CATALOG
NUMBER

NO. OF
COND.

MINIMUM AVG.
INSULATION
THICKNESS

INCHES mm

MINIMUM AVG.
JACKET

THICKNESS
INCHES mm

NOMINAL 
CABLE O.D.

INCHES mm
COND.

STRAND

COPPER
WEIGHT

l b s /
1000ft  k g / k m

NET
WEIGHT

l b s /
1000ft  k g / k m

C O N D .
(AWG)
SIZE

4 1 4 4 1 / 3 0 0 . 0 3 0 0 . 7 6 0 . 0 3 5 0 . 8 9 5 1 . 5 2 7 6 . 6 7 1 1 6 1 7 3

8 1 4 4 1 / 3 0 0 . 0 3 0 0 . 7 6 0 . 0 3 5 0 . 8 9 1 0 3 . 0 4 1 5 3 . 3 3 2 2 4 3 3 3

1 2 1 4 4 1 / 3 0 0 . 0 3 0 0 . 7 6 0 . 0 3 5 0 . 8 9 1 5 4 . 5 6 2 3 0 . 0 0 3 3 0 4 9 1

404030
404090
403990

14 AWG CONDUCTORS
0.210 x 0.625 5.33 x 15.88

0.210 x 1.175 5.33 x 29.85

0.210 x 1.700 5.33 x 43.18

4 1 0 1 0 5 / 3 0 0 . 0 3 0 0 . 7 6 0 . 0 4 5 1 . 1 4 1 3 2 . 3 2 1 9 6 . 9 1 2 4 1 3 5 9404000
10 AWG CONDUCTORS

0.270 x 0.880 6.86 x 22.35

4 8 1 6 8 / 3 0 0 . 0 4 5 1 . 1 4 0 . 0 4 5 1 . 1 4 2 1 2 . 4 0 3 1 6 . 0 7 4 0 5 6 0 3406320

8 AWG CONDUCTORS
0.365 x 1.190 9.27 x 30.23

4 4 4 2 0 / 3 0 0 . 0 6 0 1 . 5 2 0 . 0 4 5 1 . 1 4 5 6 0 . 0 0 8 3 3 . 3 4 7 5 0 1 1 1 6404060

4 AWG CONDUCTORS
0.490 x 1.690 12.45 x 42.93

4 2 6 6 5 / 3 0 0 . 0 6 0 1 . 5 2 0 . 0 4 5 1 . 1 4 8 5 2 . 0 0 1267.86 1 2 7 3 1 8 9 4404070
2 AWG CONDUCTORS

0.560 x 1.955 14.23 x 49.66

4 6 2 6 6 / 3 0 0 . 0 6 0 1 . 5 2 0 . 0 4 5 1 . 1 4 3 3 2 . 8 8 4 9 5 . 3 6 6 1 2 9 1 1

5 6 2 6 6 / 3 0 0 . 0 6 0 1 . 5 2 0 . 0 4 5 1 . 1 4 4 1 6 . 1 0 6 1 9 . 2 0 7 4 7 1 1 1 2

404050
434680

6 AWG CONDUCTORS
0.430 x 1.450 10.92 x 36.83

0.430 x 1.735 10.92 x 44.07

404040
238800
404080
404330

12 AWG CONDUCTORS
0.230 x 0.710 5.84 x 18.04

0.230 x 0.865 5.84 x 21.97

0.230 x 1.340 5.84 x 34.04

0.230 x 1.650 5.84 x 41.91

Dimensions and weights are nominal; subject to industry tolerance.

4 1 2 6 5 / 3 0 0 . 0 3 0 0 . 7 6 0 . 0 3 5 0 . 8 9 8 3 . 0 4 1 2 3 . 5 7 1 6 0 2 3 8

5 1 2 6 5 / 3 0 0 . 0 3 0 0 . 7 6 0 . 0 3 5 0 . 8 9 1 0 3 . 8 0 1 5 4 . 4 7 1 9 5 2 9 0

7 1 2 6 5 / 3 0 0 . 0 3 0 0 . 7 6 0 . 0 3 5 0 . 8 9 1 4 5 . 3 2 2 1 6 . 2 5 2 7 1 4 0 3

8 1 2 6 5 / 3 0 0 . 0 3 0 0 . 7 6 0 . 0 3 5 0 . 8 9 1 6 6 . 0 8 2 4 7 . 1 4 3 0 7 4 5 7


